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Punching presses of the PZ-V M type are used to 
prepare Z-splices and Z-stepped overlap splices for 
conveyor belts that are from 300 to 2100 mm wide. 
The tool consists of a basic frame PZ-V/… M that is 
available in various widths and a removable punching 
head PZ-V M Frame and punching head can be 
ordered separately and depending on your 
application requirements. 

• Punching sets are not included in the delivery 
of the punching press and must be ordered 
separately! 

 
The punching head ”Standard” is to be used for 
basic Z-splices 90° and 60°. The punching head 
“Allround” is to be used for basic Z-splices 90° and 
60° and for Z-stepped overlap splices 90°. 
 
Taken from the cut material, the ends of the belt are 
placed on and affixed to the punch cutting mat and 
then clamped with the hold-down bar. Turn the crank 
to move or shift the punching head and punching set 
to the next punching pitch. An automatic lock to set 
the punching pitch ensures exact punching. 
 
The punching lever generates the pressure required. 
Because leverage is good, only little force is needed. 
 
 

Punching Press for Z-Splices  
PZ-V M (11,5)  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 

Technical Data PZ-V M (11,5) 
Belt width max. (at 90°) mm 300 up to 2100  

(according to basic frame) 
Width mm See next page 
Length without handle mm 340 
Length with handle mm 450 
Height without handle mm 360 
Height with handle mm 520 
Weight punching head kg 9,0 
Weight basic frame kg See next page 
Splicing angle ° 90° or 60° 

Type of splice 
(The Z-connection can be 
designed according to customer 
requirements. The standard 
versions are listed here.) 

mm Z 35 x 5,75 (90°) 
Z 35 x 11,5 (90°) 

Z-Stufe 35 x 11,5 (90°) 
Z 70 x 11,5 (90°) 
Z 70 x 11,5 (60°) 
Z 110 x 11,5 (90°) 

Material number Designation 
7872923 PZ-V M punching head Standard (11,5) 
7872924 PZ-V M punching head Allround (11,5) 
Mat.-No. for the basic frame see next page 
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Available basic frames:  

 
Punshing set:  

 
 
Available accessories: 
Accessories are not included in the scope of delivery 
and must be ordered separately! 

 
 

Material No. Designation Complete width (mm) Weight (kg) 
7872925 PZ-V/300 M* (11,5) 525 11,0 
770168 PZ-V/600 M* (11,5) 825 15,5 
787292507 PZ-V/1000 M* (11,5) 1225 21,7 
7873360 PZ-V/1500 M* (11,5) 1725 28,7 
710138 PZ-V/2000 M* (11,5) 2225 34,3 
*= max. belt width 
Further sizes on request! 

Material number Designation 
7875085 Punching set Z 35 x 5,75 mm (11,5) 
7875087 Punching set Z 35 x 11,5 mm (11,5) 
7875089 Punching set Z 70 x 11,5 mm (11,5) 
7875091 Punching set Z 110 x 11,5 mm (11,5) 
7875093 Punching set Z 70 x 11,5 mm 60° (11,5) 
7875109 Punching set Z-splice 80° (11,5) 

Material number Designation 
710114 Punching plate for punching head 
7872959 Mechanical end stop for 60° (set) 
7875110 Mechanical end stop for 80° (set) 
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